& s, City of Campbell
£ T
< e .
70 North First Street
881 Kenneth Avenue %
% f Campbell, CA 95008 —1423
Prgne®
. — 770 | |
AHCD 755 756 763
780 77
ABcD = 78
800 790
ABCD 789
— l 1 803
— A 803 804 -
ABCD
- 819
819
AgcD
820
ApchD 629 621 61 — B2t
Dc A DCBA D BA
J 850
S S ==, Apch 835 — 839
LAURA DR .. 848
860
I N Al 849 L - 855
859
A DCA | DBA | DCBEA e S0
628 | 618 603
865 m——— = |
858 SRC? E:
ABcD = z 878 875
| o 888 B 2 ==
870 i z
AgcD 6w | 3 ABCOD c ]
DB 8 < 886 .
= i : (= oo S Project Image
ABCD R,
BETACT sc8
898 N
ABCD \ 912 899 _ |
LA Agch GLENN AVE e
604
ageo 926 823 924 B2l
ABCD
924 L2
ABcD
el AgcD ekl £ T
€6 — e
ABC o | 945
954 953 B
ALPHA CT ApcD %2 |
952 | | ®
ABCD \ n 18 WIDE
i 966 967 966 4 o SHuTTER 1 +L
964 D 602 ABcD (N)3 COATS / / (BY OWNER) D D
AgcD — =1 = — | sTuCCo TYPICAL V4 i/ /
/ 980 981 ‘ 982 D D
978 < T 1 |
ango 25 €D P - + 4 2 COATS N +
I il 455 ° —
09 497 S —
952 ) B 9u4 995 996 4
ABCD DCA |DCA |DCA | (N)3 COATS
(N)3 COATS = sTUCCO
78 [} 188 76 - S — STicco — —
— Feet information at the time of this printing. The map is intended for reference
'WGS_1984_Web_Mercator_Auxil Si
e e SR Scale 1:2,257 Iy and ihe Gy and fs 5 foremors. I I I
X GRADE [ | X Grane




Courtesy Notice

Dear Campbell Resident, October 18, 2022

We are notifying you that the Planning Division of the Community Development Department of the City of Campbell has received an
application for the following project:

Project Address: 881 Kenneth Ave
Zoning | Area Plan: R-1-10 | STANP
Neighborhood Association(s): STACC
File No.: PLN-2022-133

APN: 404-30-047

Applicant: Augustine Designs

Project Description:

To allow a 743 square-foot addition to an existing single-family
residence.

Property Owner: Ravi Vallamdas

Application Type: Administrative Site and Architectural Review
Permit

If you would like to find out more information regarding the proposed
project, please view the project plans using the QR code below or
contact the Project Planner. The City will send you another notice
Email Contact: larissal@campbellca.gov before the City makes a decision regarding approval of the project.

Phone Contact: (408) 866-2144

Project Planner: Larissa Lomen, Assistant Planner

Before a decision is reached you will receive a formal notice providing another opportunity for public comment.

Community Development Department view the project plans, please scan the QR code.
70 N. First Street, Campbell CA 95008 **Asistencia en Espaiiol disponible, £
(408)866-2140 | planning@campbellca.gov Simplemente marque (408) 866-2140 y pida traduccion en Espafiol E 5

- City of Campbell - Note: Applications may change after initial application submittal. To E ’ _ﬁ E
t













REVISIONS

DATE:
[GENERAL NOTES|
GENERAL EXTERIOR NOTES 1.  PLANS TO COMPLY WITH CONVENTIONAL CONSTRUCTION PROVISIONS AS STATED IN
2019 CALIFORNIA RESIDENTIAL, BUILDING, MECHANICAL, PLUMBING, ELECTRICAL AND EXTERIOR BUILDING NOTES
; ASPHALT SHINGLES SHALL BE INSTALLED OVER ONE LAYER OF 15 POUND ENERGY CODES AS AMENDED BY STATE OF CALIFORNIA AND ALL CITY & MUNICIPAL CODES
. PROJECT LOCATED TO SPECIFY SEISMIC DESIGN CATEGORY E. ©
FELT ON ROOFS WITH A MIN SLOPE OF 3:12..ASPHALT SHINGLES MAY BE ( ) SITE GRADING NOTE 1 CLEARANCE BETWEEN WOOD SIDING, FRAMING MEMBERS, 21
INCLUDING SHEATHING, AND EARTH ON THE EXTERIOR OF c|-
INSTALLED ON ROOFS WITH A MIN SLOPE OF 2:12 PROVIDED THE SHINGLES 2. INTERPRETATION OF DRAWINGS FOR ARRANGEMENT OF FLOORS, GENERAL FINISH, AND ' G|
ARE APPROVED SELF SEALING OR ARE HAND SEALED AND THE UNDER ‘ ' ' A BUILDING SHALL NOT BE LESS THAN 6" OR LESS THAN 2" |2
AYMENT SHALL CONSIST OF 2 LAYERS OF 15 POUND FELT INSTALLED MEASUREMENTS, REFERENCE MUST BE MADE TO THE DRAWINGS, SHOULD ANY DIFERENCE PROVIDE A MINIMUM 5% GRADE SLOPE MEASURED VERTICALLY FROM S|
SHINGLE FASHION. MAX LAYERS ON A SHINGLE ROOF SHALL NOT EXCEED 3 APPEAR BETWEEN SCALE MEASUREMENT AND FIGURES OR BETWEEN WORDING OF AWAY EROM THE FOUNDATION FOR alC
- SPECIFICATIONS & LETTERING ON DRAWINGS. THE SPECIFICATION SHALL IN ALL CASES TAKE A MINIMUM DISTANCE OF 100" ( 1:20 ) 2. WHERE ROOF GUTTERS ARE INSTALLED, THE DOWN SPOUTS c|e
2 ALL PLUMBING VENTS TO BE A MINIMUM 10 FEET AWAY FROM PRECEDENCE . IF ANY ERROR THAT IS NOT EXPLAINED EITHER BY REFERENCE TO THE DRAWINGS. : SHALL BE PROPERLY TERMINATED WITH A SPLASH BLOCK 8 S o
: ' CONTRACTOR TO INFORM DRAFTSMAN DESIGNER, FOR CORRECTION BEFORE PROCEEDING WITH AND SHALL CARRY WATER AWAY FROM THE FOUNDATIONS c ©
OR AT LEAST 3 FEET ABOVE ANY OPERABLE SKYLIGHTS PER CPC 906.2 cl|la
e THE WORK (CONTRACTOR IS NOT TO SCALE DRAWINGS). PER CITY ORDINANCE. ORDINANCE. CLARIFY IF THERE ARE S0
3. SITE ADDRESS NUMBERS.....BUILDINGS SHALL HAVE APPROVED ADDRESS 3. ERRORS AND OMISSIONS. IN THE EVENT THAT AN ACUTE ERROR OR OMISSION MAY EXIST ON NEW GUTTERS AT NEW ADDITION %) 5:' §
NUMBERS, BUILDING NUMBERS OR APPROVED BUILDING IDENTIFICATION THE PLAN IT SHALL BE THE RESPONSIBILITY OF THE OWNER OR CONTRACTOR TO NOTIFY THE A —_
PLACED IN A POSITION THAT IS PLAINLY LEGIBLE AND VISIBLE FROM THE DESIGNER, DRAFTSMAN PRIOR TO THE COMMENCEMENT OF WORK. FAILURE TO DO SUCH, & % g
STREET OR OR ROAD FRONTING THE PROPERTY..THESE NUMBERS SHALL WILL RELIEVE DESIGNER OF RESPONSIBILITY. © ;‘: NI
CONTRAST WITH THEIR BACKGROUND.. ADDRESS NUMBERS OR cly
ALPHABETICAL LETTERS..NUMBERS SHALL BE A MINIMUM OF 4" ( 102 MM ) NEW CLASS "A" RATED Sle
HIGH WITH A MINIMUM STROKE WIDTH OF 1/2 " INCH ( 12.7 MM ).. WHERE 4. SITE PLAN LAYOUT : IN THE EVENT THERE MAY BE DISCREPINCIES BETWEEN THE DIMENSIONS RESIDENTIAL SERIES 713
ACCESS IS BY MEANS OF A PRIVATE ROAD AND THE BUILDING ADDRESS ON THE SITE PLAN AND THE ACTUAL DIMENSIONS OF THE LOT AND IT'S SETBACKS, IT WILL BE THE COMPOSITION SHINGLES Q|2
CANNOT BE VIEWED FROM THE PUBLIC WAY, A MONUMENT, POLE OR OTHER OWNER'S RESPONSIBILITY TO PROVIDE A LEGAL SURVEY TO CONFIRM THE ACCURACY OF THE NEW CLASS "A" RATED ROOFING o
SIGN MEANS SHALL BE USED TO IDENTIFY THE STRUCTURE PROPERTY SIZE AND LAYOUT.. ALL SITE PLANS, AS DRAWN ARE FOR REFERENCE AND SHOULD RESIDENTIAL SERIES gl
NOT BE LOOKED UPON AS AN OFFICIAL DOCUMENT COMPOSITION SHINGLES ®
ROOFING A
EXTERIOR WEATHER
PROTECTION NOTES u
1".....STUDS OR SHEATING OF ALL EXTERIOR WALLS SHALL BE WEATHER PROTECTED — = z
WITH 15 POUND ASPHALT SATURATED FELT OR OTHER APPROVED WATERPROOF — — _—
PAPER. SUCH PAPER SHALL BE APPLIED IN WEATHER BOARD FASHION, LAPPED = e~ — =
NOT LESS THAN 2" AT HORIZONTAL JOINTS AND NOT LESS THAN 6" AT VERTICLE - — ~ b
JOINTS.. = w u
_? ~ ~_ _—
2...... WHERE STUCCO IS APPLIED OVER EXTERIOR SHEATING THERE SHALL BE TWO Tp ~__ TP = u
LAYERS OF GRADE "D" BUILDING PAPER. BUILDING PAPER MAY BE OMMITED IN N T
THE FOLLOWING : ... | ! u u
A)...WHERE THERE IS NO HUMAN OCCUPANCY = =
B) ...WHERE EXTERIOR COVERING IS OF APPROVED W.P. MATERIAL 7
OVER WATER REPELLENT SHEATING / / Yy 2 / 7 ya 2 m
C)...WHERE EXTERIOR COVERING IS F APPROVED W.P. PANELS 7 7 7 7
= [ | =
3. STUCCO SHALL BE 7 /8" THICK AND THREE COATS APPLIED OVER APPROVED Q \/ \/ GRADE / o
WIRE LATH AND TWO LAYERS OF GRADE D BUILDING PAPER. PROVIDE WEEP CREED O GRADE \/ GRADE O
4 ...... SIDING SHALL BE APPLIED OVER ONE LAYER OF GRADE D BUILDING PAPER C ] C ]
5. PROVIDE A SPARK ARRESTOR FOR ANY NEW OR EXISTING CHIMNEY \/ GRADE
|
\/GRADE \/GRADE \/GRADE
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REVISIONS

ELECTRICAL/ MECHANICAL LEGEND

DATE:
1| EXISTING WALLS CHIME
ADDITIONAL... BATHROOM FIXTURE / ELECT / — 0 COORBELL PUSHBUTTON
PLUMBING, MECH AND INSULATION NOTES — _
—— — | WALLS TO BE REMOVED COMB. EXHAUST & LIGHT FIXT
SPECIAL DOMESTIC DRYER NOTES
PLUMBING [//7777] | CLOSE WALLS A9 | ELECT. FAN
EXHAUSTFANNOTES 1... THE AIR DUCTS SHALL EXHAUST 3-0" FROM
1. ALL SINK FAUCETS,SHOWER HEADS,TOILETS AND URINALS SHALL COMPLY PROPERTY LINE AND 3'-0" FROM OPENING INTO :@4 DUPLEX RECEPTABLE OUTLET .) HEAT LAMP
WITH CALIFORNIA CIVIL CODE SECTION 1101.8 ( KITCHEN FAUCETS SHALL NOT THE BUILDING. CMC 502.2.1 S ©
EXCEED 1.8 MAX PER FLUSH ).,.. LAVATORY FAUCETS SHALL NOT EXCEED 1. EACH BATHROOM SHALL BE MECHANICALLY VENTILATED WITH A MINIMUM 50 CPM GFIC GROUND FAULT INTERUPT CIRCUIT =< |HEATERREGIST. 42 ?’4
1.2 GALLONS...SHOWER HEADS SHALL NOT EXCEED..2.0 GALLONS... AND _ FOR INTERMITTENT VENTILATION OR 20 CFM FOR CONTINUOUS VENTILATION. 5 THE LOCATION OF THE DRYER EXHAUST VENT =y DUP. REC. OUTLET W/GROUND —=1 |cEILING AR REGISTER gl
URINALS SHALL NOT EXCEED .5 GALLONS PER FLUSH TERMINATION TO CONFIRM THE VENT 1S LOCATED =2
2. EXHAUST AIR SHALL BE EXHAUSTED DIRECTLY TO THE OUTDOORS : . $=| FOUR PLEX RECEPTICLE @ WATER HEATER =11
2. PER CPC SECTION 402.2.2, SINGLE FLUSH WATER CLOSETS SHALL HAVE NOTE: WINDOW OPERATION IS NOT PERMISSIBLE METHOD OF PROVIDING PER THE FOLLOWING: CMC 502.2: 21 ¢
AN EFFECTIVE FLUSH VOLUME NOT TO EXCEED 1.28 GALLONS. BATHROOM EXHAUST FOR HUMIDITY CONTROL (2019 CRC R303.3.1) & o8
A) 3 FEET FROM A PROPERTY LINE, ©4 | 220V RECEPTABLE OUTLET FURNACE 3l8g
3. INDOOR WATER USE SHALL BE REDUCED BY AT LEAST 20%BY USING WATER 3. FANS SHALL BE ENERGY STAR COMPLIANT AND DUCTED TO TERMINATE TO B) 10 FEET FROM A FORCED AIR INLET, AND '® RECESSED CEILING LIGHT e HOSE BIBB c % o
SAVING FIXTURES OR FLOW RESTRICTIONS OR DEMONSTRATE A 20% THE OUTSIDE UNLESS FUNCTIONING AS A COMPONENT OF A WHOLE HOUSE C) 3 FEET FROM OPENING INTO THE BUILDING. k=) R
REDUCTION IN BASELINE WATER PER SECTION 4.303.1 VENTILATION SYSTEM, FANS MUST BE CONTROLLED BY HUMIDITY CONTROL @re | HicH EFFicAcY LIGHT 222 | cARBON MONOXIDE ALARMS AEE:
3... DOMESTIC DRYER MOISTURE EXHAUST DUCTS SHALL CMA Alsa
4  ALL ADDITIONS ON OR AFTER JANUARY 1,2014 SHALL REPLACE NON 4. HUMIDITY CONTROLS SHALL BE CAPABLE OF ADJUSTMENT BETWEEN A RELATIVE NOT EXCEED A TOTAL COMBINED HORIZONTAL AND _Q_| WALL LIGHT v/ INTERCOM —z8
COMPLIANT PLUMBING FIXTURES WITH WATER CONSERVING PLUMBING RATE OF < OR = 50% TO A MAXIMUM OF 80% BY MANUAL OR AUTOMATIC MEANS clT 2
HUMIDITY CONTROLS MAY BE A SEPARATE COMPONENT TO THE EXHAUST FAN VERTICAL LENGTH OF FOURTEEN FEET, INCLUDING c|=
FIXTURES U u TWO 90-DEGREE ELBOWS. TWO FEET SHALL BE wp -Q-I WATERPROOF WALL LIGHT FIXTURE | [=— | ELECT.METER & MAIN PANEL Sle
AND IS NOT REQUIRED TO BE BUILT-IN. (2019 CGBS 405.6.1) DEDUCTED FOR EACH 90 DEGREE ELBOW IN EXCESS 2|e
NON-COMPLIANT PLUMBING FIXTURES SHALL BE REPLACED WITH WATER S
—<"] | FLUORESCENT LIGHT ELECTRICAL SUB-PANEL 0l
CONSERVING PLUMBING FIXTURES PER CGBC SECTION 301.1.1. PLUMBING OF TWO. CMC 504.4.2 - 7z Rl =
FIXTURE REPLACEMENT IS REQUIRED PRIOR TO ISSUANCE OF ACERTIFICATE —— | SMALL FLUORESCENT EIXTURE RECESSED LIGHT o l®
OF FINAL COMPLETION, CERTIFICATE OF OCCUPANCY OR FINAL PERMIT 4... CLOTHES DRYER EXHAUST DUCTS SHALL TERMINATE Q =18
APPROVAL BY THE BUILDING DEPARTMENT ON THE OUTSIDE OF THE BUILDING AND EQUIPPED WITH >— SPOTLIGHT e DISPOSAL o
A BACK-DRAFT DAMPER. CMC 504.4
$ WALL SWITCH [T 7.]| CONCRETE _/_\
ELECTRICAL
CTRIC $s3 THREE-WAY SWITCH STUCCO
1. ALL BRANCH CIRCUITS THAT SUPPLY 125-VOLT, SINGLE PHASE, 15-AND 20 $4 FOUR-WAY SWITCH (E) EXISTING
AMPERE RECEPTACLE OUTLETS INSTALLED IN A DWELLING UNIT LIVING,
DINING AND FAMILY ROOMS, PARLORS, BEDROOMS, LIBRARIES, DENS, X SMOKE DETECTOR H.S. HORIZONTAL SLIDER
HALLWAYS, RECREATION ROOM, CLOSET OR SIMILAR ROOMS OR AREAS
SHALL BE PROTECTED BY A LISTED ARC-FAULT CIRCUIT INTERRUPTER TO v TELEPHONE OUTLET S.H. SINGLE HUNG
PROVIDE PROTECTION OF THE ENTIRE BRANCH CIRCUIT. CEC ARTICLE
210.12 v TV/ CABLE OUTLET FIX. FIXED GLASS

2 ALL NEW AND REPLACED DUPLEX RECEPTACLES SHALL BE LISTED
TAMPER-RESISTANT " RECEPTACLE..2019 CEC ART 406.12

3 AT LEAST TWO 20-AMP BRANCH CIRCUITS SHALL BE PROVIDED FOR
SMALL KITCHEN APPLIANCES AT THE COUNTER TOP (CEC 210.52)

DENIGIN

- RESIDENTIAL EGRESS WINDOWS (2019 CBC) EMERGENCY
4  ALL RECEPTACLES IN KITCHEN AREAS TO BE GFIC TAMPER PROOF NOT (E)5068 SL. DOOR () 3050HS ( ) 3050HS ESCAPE AND RESCUE
TO EXCEED.. 4-0" O.C. ] p— 7 } I | 34" CLEAR OPENING WIDTH

20" CLEAR 1 1 1.
OPENING WIDTH

dUGUNTINE

[GENERAL NOTES|

PLANS TO COMPLY WITH CONVENTIONAL CONSTRUCTION PROVISIONS AS STATED IN

2019 CALIFORNIA RESIDENTIAL, BUILDING, MECHANICAL, PLUMBING, ELECTRICAL AND
ENERGY CODES AS AMENDED BY STATE OF CALIFORNIA AND ALL CITY & MUNICIPAL CODES
(PROJECT LOCATED TO SPECIFY SEISMIC DESIGN CATEGORY E.)

5 ALL EXHAUSTS FANS THROUGHOUT THE RESIDENCE SHALL BE SWITCHED
SEPARATELY FROM ANY LIGHTING SYSTEM

6 ALL KITCHEN EXHAUST SHALL BE DUCTED TO THE EXTERIOR =
/’| 2. INTERPRETATION OF DRAWINGS FOR ARRANGEMENT OF FLOORS, GENERAL FINISH, AND

7 ALL RECESSED LIGHTING FIXTURES INSTALLED IN INSULATED CEILINGS / MEASUREMENTS, REFERENCE MUST BE MADE TO THE DRAWINGS, SHOULD ANY DIFERENCE
SHALL BE IC ( INSULATION COVER )AND AT ( AIR TIGHT )RATED AND | Y APPEAR BETWEEN SCALE MEASUREMENT AND FIGURES OR BETWEEN WORDING OF
SHALL BE SEALED BETWEEN THE FIXTURE HOUSING AND THE GYP WITH - / SPECIFICATIONS & LETTERING ON DRAWINGS. THE SPECIFICATION SHALL IN ALL CASES TAKE
A GASKET OR CAULK 7 PRECEDENCE . IF ANY ERROR THAT IS NOT EXPLAINED EITHER BY REFERENCE TO THE DRAWINGS.

/ CONTRACTOR TO INFORM DRAFTSMAN DESIGNER, FOR CORRECTION BEFORE PROCEEDING WITH
BEDROOM /(A{:EEAE%LIJEALS THE WORK (CONTRACTOR IS NOT TO SCALE DRAWINGS).
15'-4"X13-'4"

\5-7 SQ. FT. ERRORS AND OMISSIONS. IN THE EVENT THAT AN ACUTE ERROR OR OMISSION MAY EXIST ON
THE PLAN IT SHALL BE THE RESPONSIBILITY OF THE OWNER OR CONTRACTOR TO NOTIFY THE

A

= |
. OPENABLE AREA EQUALS

N 5.7S8Q.FT.MIN Ve
N 7

41
CLEAR MIN.
w

( ) 6040HS

DESIGNER, DRAFTSMAN PRIOR TO THE COMMENCEMENT OF WORK. FAILURE TO DO SUCH,

X
24"

WILL RELIEVE DESIGNER OF RESPONSIBILITY.
4. SMOKE DETECTORS.
PROVIDE 1 EACH SMOKE DETECTOR IN ALL SLEEPING ROOMS AND AT A POINT CENTRALLY
LOCATED IN AN AREA GIVING ACCESS TO THE SLEEPING ROOMS.
A) POWER SOURCE: IN NEW CONSTRUCTION, REQUIRED SMOKE DETECTOR SHALL RECEIVE

LEVEL 1 2

(E)6068 SL. DOOR
/
/
\
/
CLEAR MIN.

ROOM FINISH SCHEDULE

3 4 . A [ ||
FAMILY ROOM| A

B MINIMUM SIZE WINDOW MINIMUM SIZE WINDOW

THEIR PRIMARY POWER FROM THE BUILDING WIRING WHEN SUCH WIRING IS SERVED FROM A
COMMERCIAL SOURCE AND SHALL BE EQUIPPED WITH A BATTERY BACKUP. THE DETECTOR
SHALL EMIT A SIGNAL WHEN THE BATTERIES ARE LOW, WIRING SHALL BE PERMANENT AND

NAME FLOOR BASE WALL CL'G REMARKS 14'-4" x 19'-8" FOR A 20" CLEAR WIDTH FOR A 24" CLEAR HEIGHT

44" MAX. FROM BOTTOM OF

CLEAR OPENING TO FLOOR
IN EGRESS WINDOWS IN
SLEEPING ROOMS

WITHOUT A DISCONNECTING SWITCH OTHER THAN THOSE REQUIRED FOR OVER CURRENT
PROTECTION, SMOKE DETECTORS MAY BE SOLELY BATTERY OPERATED WHEN INSTALLED IN
EXISTING BUILDINGS OR IN BUILDINGS WITHOUT COMMERCIAL POWER OR IN BUILDING WHICH
my UNDER GO ALTERATIONS, REPAIRS OR ADDITIONS AS REGULATED BY CBC 2019
Y/ M' FLoor N N B) LOCATION WITHIN DWELLING UNITS: IN DWELING UNITS, A DETECTOR SHALL BE INSTALLED IN
Because so many fire deaths occur when occupants of residential buildings are asleep at the time EACH SLEEPING ROOM AND AT A POINT CENTRALLY LOCATED IN THE CORRIDOR OR AREA GIVING
of a fire, the 2019 California Building Code (CBC), Section 1029 requires that: ACCESS TO EACH SEPARATE SLEEPING AREA WHEN THE DWELLING UNIT HAS MORE THAN ONE
' ) e B ' STORY AND IN DWELLINGS WITH BASEMENTS A DETECTOR SHALL BE INSTALLED ON EACH STORY
® Basements in dwelling units and AND IN THE BASEMENT IN DWELLING UNITS WHERE A STORY OR BASEMENT IS SPLIT INTO TWO
 Every sleeping room below the fourth story OR MORE LEVELS. THE SMOKE DETECTOR SHALL BE INSTALLED IN THE UPPER LEVEL, EXCEPT

APROVED
BY COUNTY
HEALTH DEPT.

NG

—{BATH
1 114" X 6-0" Y~

APROV. PLASTER
w/ ENAMEL FINISH

PLANERS
w/ ENAMEL FINISH

w/ LATEX FINISH
1/2" GYPSUM
CERAMIC TILE
1/2" GYPSUM
1/2" GYPSUM
LATEX FINISH
1/2" GYPSUM

VINYL FLOORI
BOARD

ENTRY

WOOD
CERAMIC TILE
WOOD

6" RESILENT
COVE (CONT)
CERAMIC TILE
1/2" GYPSUM

() 4030HS

Shall have at least one operable window or exterior door opening approved for emergency escape and rescue.
MH Such openings shall open directly into a public way or to a yard or court that opens to public way.

THAT WHEN THE LOWER LEVEL CONTAINS A SLEEPING AREA A DETECTOR SHALL BE INSTALLED
ON EACH LEVEL WHEN SLEEPING ROOMS ARE ON AN UPPER. LEVEL IN CLOSE PORXIMITY TO THE
STAIRWAY IN DWELLING UNITS WHERE THE CEILING HEIGHT OR A ROOM OPEN TO THE HALLWAY

ENTRY

The net clear openable area shall be no less than 5.7 square feet (5 square feet for grade floor

( ) 3020HS
D

SERVING THE BEDROOMS EXCEEDS THAT OF THE HALLWAY BY 24 INCHES (610 MM) OR MORE.
SMOKE DETECTORS SHALL BE INSTALLED IN THE HALLWAY AND IN THE ADJACENT ROOM.

openings and basement window wells ).

HALL . [ ]

In addition to the above requirement, the net clear openable height dimension shall be a minimun of 24

DETECTOR SHALL SOUND AN ALARM AUDIBLE IN ALL SLEEPING AREAS OF THE
DWELLING UNIT IN WHICH THEY ARE LOCATED.

inches. The net clear openable width dimension shall be a minimum of 20 inches (Note: using both
minimum figures will not obtain the required 5.7 square feet.)

GUEST BEDROOM

INSULATION: CEILING ............... R-30 BATT INSULATION (NEW CONST. ONLY)

WALLS........cocoee R-15 BATT INSULATION (NEW CONST. ONLY)
FLOOR ........cc..... R-19 FLOOR INSULATION

LIVING ROOM

(408) 807-3229

ACCESS: UNDERFLOOR ....18" x 24" MIN. SQ. (IF WOOD FLOOR)
CEILING ................ 22" x 30" MIN. W/30" CLEAR HEIGHT.

)
<
a
=
<
_
-
<
>
4

WINDOW............... APPROVED DOUBLE GLAZED

DINING ROOM 1| L]
| [BATH <g

REF. H
Al
NOOK 5-0" x 8-0 3

SINK

NOTE: ALL OPENING, ALL DOORS, WINDOWS, ETC. TO BE CALUKED OR FULLY WEATHER STRIPPED.

() 3040HS

BEDROOM | KITCHEN o

12'-0"X14-'0" 13-6" x 11'-0" L 5.

SUPPLEMENT TO TITLE 24 FOR RESIDENTIAL ADDITIONS.
1. ROOF SHEATHING WITH RADIANT BARRIER ON UNDERSIDE OF SHEAT'G SHALL BE INSTALLED.

KITCHEN

( ) 4040HS

PANTRY 1 2. ALL WINDOWS SHALL HAVE A SOLAR HEAT GAIN COEFFICIENCY OF .40 OR BETTER.
WALL SHEATHING @ GABLE ENDS (ABOVE CEILING) SHALL HAVE RADIANT BARRIER PER MFGR.

LL
> 8
<3
>LO
Z©
T <
O
W _
Z _
Z W
W 0
=
-

o <
0 O

PHONE

OWNER

RAVI

| 30" GAS [ [l INSTALLATION INSTRUCTIONS
BAR RANGE // 4. ALL SEALING TAPE ON HEAT/ AC DUCTS SHALL BE UL181 (LISTED AND LABELED).
n—————1 N 5

@ - THE WRAPS (FOR DUCTS) MUST BE UV RESISTANT AND HAVE 150 LBS. OF BURST STRENGTH.
WINDOWS / BATHROOM NOTES

10.

FAMILY ROOM

11.

BEDROOMS

12.

©

J©

1. ALL NEW WINDOW TO BE APROVED DOUBLE GLAZED (WITH BEDROOM WINDOWS HAVING A
MIN. 24" x 24" SQ. OPENING). REFER TO EGRESS WINDOW DIAGRAM

2. ALL HEADERS USED OVER DOORS, WINDOW AND ANY NECESSARY OPENINGS TO BE 4 x 12 DF#

ALL GLAZING IN OR WITHIN 36" OF DOORS, OVER 9 SQUARE FEET AND WITHIN 18" OF FLOOR AND

BATHS
1 OR BETTER, UNLESS OTHERWISE SPECIFIED.
P _ 3
ALL GLAZING IN SHOWERS OR BATHTUBS TO BE SAFETY GLASS.
4. BATHROOM FINISH NOTE .... ENSURE A SMOOTH , HARD, NONABSORBENT SURFACE OVER A

MOISTURE RESISTANT UNDERLAYMENT TO A HEIGHT OF 72"
ABOVE THE DRAIN INLET FOR SHOWER PER CBC 1213.3

5. WATER CLOSETS IN ALL BATHROOMS TO BE MAXIMUM 1.28 GALLONS PER FLUSH.

SMOKE DETECTOR NOTES

[LIVING ROOM |
19'-0" x 13'-0"

DRYER

BEDROOM

A SMOKE DETECTORS. 13-0"X10-24"

2646HS

PROVIDE 1 EACH SMOKE DETECTOR IN ALL SLEEPING ROOMS AND AT A POINT CENTRALLY H
LOCATED IN AN AREA GIVING ACCESS TO THE SLEEPING ROOMS

A) POWER SOURCE:

[GARAGE ]

13-0" x 19'-4"

WASHER

IN NEW CONSTRUCTION, REQUIRED SMOKE DETECTOR SHALL RECEIVE
THEIR PRIMARY POWER FROM THE BUILDING WIRING WHEN SUCH WIRING IS SERVED FROM A
COMMERCIAL SOURCE AND SHALL BE EQUIPPED WITH A BATTERY BACKUP. THE DETECTOR
SHALL EMIT A SIGNAL WHEN THE BATTERIES ARE LOW, WIRING SHALL BE PERMANENT AND : : : — — : |
WITHOUT A DISCONNECTING SWITCH OTHER THAN THOSE REQUIRED FOR OVER CURRENT E—— - - = -

PROTECTION, SMOKE DETECTORS MAY BE SOLELY BATTERY OPERATED WHEN INSTALLED IN 2646HS () 2050HS (') 4040HS (1) 2050HS
EXISTING BUILDINGS OR IN BUILDINGS WITHOUT COMMERCIAL POWER OR IN BUILDING WHICH
UNDER GO ALTERATIONS, REPAIRS OR ADDITIONS AS REGULATED BY CBC 2019

B) LOCATION WITHIN DWELLING UNITS:

ADDITIONS AND A
INTERIOR REMODEL

AND GARAGE CONVERSION
TO LIVING SPACE

() 3030HS

PROPOSED FRONT, REAR

IN DWELLING UNITS, A DETECTOR SHALL BE INSTALLED IN

EACH SLEEPING ROOM AND AT A POINT CENTRALLY LOCATED IN THE CORRIDOR OR AREA GIVING
ACCESS TO EACH SEPARATE SLEEPING AREA WHEN THE DWELLING UNIT HAS MORE THAN ONE
STORY AND IN DWELLINGS WITH BASEMENTS A DETECTOR SHALL BE INSTALLED ON EACH STORY
AND IN THE BASEMENT IN DWELLING UNITS WHERE A STORY OR BASEMENT IS SPLIT INTO TWO
OR MORE LEVELS.

DATE: 1 -20 - 2022

SCALE: 1/4" =1'-0"

THE SMOKE DETECTOR SHALL BE INSTALLED IN THE UPPER LEVEL, EXCEPT

THAT WHEN THE LOWER LEVEL CONTAINS A SLEEPING AREA A DETECTOR SHALL BE INSTALLED
ON EACH LEVEL WHEN SLEEPING ROOMS ARE ON AN UPPER. LEVEL IN CLOSE PROXIMITY TO THE
STAIRWAY IN DWELLING UNITS WHERE THE CEILING HEIGHT OR A ROOM OPEN TO THE HALLWAY JOB:

SERVING THE BEDROOMS EXCEEDS THAT OF THE HALLWAY BY 24 INCHES (610 MM) OR MORE. EX I S I I N G I: LO O R P LAN

SMOKE DETECTORS SHALL BE INSTALLED IN THE HALLWAY AND IN THE ADJACENT ROOM.
SCALE: 1/4"=1'-0"

DRAWN: BRA

DETECTOR SHALL SOUND AN ALARM AUDIBLE IN ALL SLEEPING AREAS OF THE
DWELLING UNIT IN WHICH THEY ARE LOCATED.
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ELECTRICAL/ MECHANICAL LEGEND
DATE:
1| EXISTING WALLS .o CHIME
ADDITIONAL... BATHROOM FIXTURE / ELECT / — A B | 000RBELL PUSHEUTTON
PLUMBING, MECH AND INSULATION NOTES R _
’ — - WALLS TO BE REMOVED COMB. EXHAUST & LIGHT FIXT
SPECIAL DOMESTIC DRYER NOTES
PLUMBING (7777771 | CLOSE WALLS A9 | ELECT. FAN
EXHAUSTFANNOTES . THE AIR DUCTS SHALL EXHAUST 3-0" FROM ()
o £ DUPLEX RECEPTABLE OUTLET HEAT LAMP
1. ALL SINK FAUCETS,SHOWER HEADS, TOILETS AND URINALS SHALL COMPLY PROPERTY LINE AND 3-0" FROM OPENING INTO )

WITH CALIFORNIA CIVIL CODE SECTION 1101.8 ( KITCHEN FAUCETS SHALL NOT THE BUILDING. CMC 502.2.1 & =3 n|o®
EXCEED 1.8 MAX PER FLUSH ).... LAVATORY FA(UCETS SHALL NOT EXCEED 1. EACH BATHROOM SHALL BE MECHANICALLY VENTILATED WITH A MINIMUM 50 CPM GFIC GROUND FAULT INTERUPT CIRCUIT HEATER REGIST. 219
1.2 GALLONS...SHOWER HEADS SHALL NOT EXCEED..2.0 GALLONS... AND _ FOR INTERMITTENT VENTILATION OR 20 CFM FOR CONTINUOUS VENTILATION. . THE LOCATION OF THE DRYER EXHAUST VENT w.p. A DUP. REC. OUTLET W/GROUND [——1 |CEILING AIR REGISTER S|

URINALS SHALL NOT EXCEED .5 GALLONS PER FLUSH =

2. EXHAUST AIR SHALL BE EXHAUSTED DIRECTLY TO THE OUTDOORS TPEERRMT'ﬁAET;g’:LTOOW?'\?C’;\‘_F(':TAN&ngg ;’_ENT IS LOCATED $=| FOUR PLEX RECEPTICLE @ WATER HEATER 8 S
2. PER CPC SECTION 402.2.2, SINGLE FLUSH WATER CLOSETS SHALL HAVE ’g‘gﬁ&ggﬁg%%g?g}'gm'L’JSM'\I'EC)’;\'(’E%“Qf:gté(’;"l?gsgggggcl’;”D'NG : = clg
-3 Ofo

AN EFFECTIVE FLUSH VOLUME NOT TO EXCEED 1.28 GALLONS. A) 3 FEET FROM A PROPERTY LINE, % 220 V RECEPTABLE OUTLET & FURNACE O ,Z 8

o

3 INDOOR WATER USE SHALL BE REDUCED BY AT LEAST 20%BY USING WATER 3. FANS SHALL BE ENERGY STAR COMPLIANT AND DUCTED TO TERMINATE TO B) 10 FEET FROM A FORCED AIR INLET, AND O RECESSED CEILING LIGHT =H=| HOSE BIBB c|gR

SAVING EIXTURES OR FLOW RESTRICTIONS OR DEMONSTRATE A 20% THE OUTSIDE UNLESS FUNCTIONING AS A COMPONENT OF A WHOLE HOUSE C) 3 FEET FROM OPENING INTO THE BUILDING. K g'

REDUGTION IN BASELINE WATER PER SECTION 4.303.1. VENTILATION SYSTEM, FANS MUST BE CONTROLLED BY HUMIDITY CONTROL @ HE | HIGH EFFICACY LIGHT _%_ CARBON MONOXIDE ALARMS g #*
. DOMESTIC DRYER MOISTURE EXHAUST DUCTS SHALL Qls g
4  ALL ADDITIONS ON OR AFTER JANUARY 1,2014 SHALL REPLACE NON 4. HUMIDITY CONIROO'-S SHALL BE CAPABLE OOF ADJUSTMENT BETWEEN A RELATIVE NOT EXCEED A TOTAL COMBINED HORIZONTAL AND -Q-I WALL LIGHT V/ INTERCOM — |z Q
COMPLIANT PLUMBING FIXTURES WITH WATER CONSERVING PLUMBING ESLEID?TF; ggl\l‘T;Oo/I"_;C'\’AQYMQ;'}'A\\"géﬂpggigé’gg&”ﬁgﬁé‘,tToT%ATuH?é";‘&%g"TE'éZ’ﬁ VERTICAL LENGTH OF FOURTEEN FEET, INCLUDING Clx~
FIXTURES AND IS NOT REQUIRED TO BE BUILT-IN. (2019 CGBS 405.6.1) TWO 90-DEGREE ELBOWS. TWO FEET SHALL BE WP 'Q-l WATERPROOF WALL LIGHT FIXTURE ﬁ ELECT. METER & MAIN PANEL olg
’ o DEDUCTED FOR EACH 90 DEGREE ELBOW IN EXCESS w5
NON-COMPLIANT PLUMBING FIXTURES SHALL BE REPLACED WITH WATER OF TWO. CMC 504.4.2 =< FLUORESCENT LIGHT _@_ ELECTRICAL SUB-PANEL 0|8
CONSERVING PLUMBING FIXTURES PER CGBC SECTION 301.1.1. PLUMBING : o o Q i
FIXTURE REPLACEMENT IS REQUIRED PRIOR TO ISSUANCE OF ACERTIFICATE — SMALL FLUORESCENT FIXTURE RECESSED LIGHT Ol&
OF FINAL COMPLETION, CERTIFICATE OF OCCUPANCY OR FINAL PERMIT - CLOTHES DRYER EXHAUST DUCTS SHALL TERMINATE a 3
A BACK-DRAFT DAMPER. CMC 504.4
$ WALL SWITCH [«7 < ".]| CONCRETE _/_\
ELECTRICAL $5 THREE-WAY SWITCH STUCCO m=
1. ALL BRANCH CIRCUITS THAT SUPPLY 125-VOLT, SINGLE PHASE, 15-AND 20 $4 FOUR-WAY SWITCH (E) EXISTING = w

AMPERE RECEPTACLE OUTLETS INSTALLED IN A DWELLING UNIT LIVING,

DINING AND FAMILY ROOMS, PARLORS, BEDROOMS, LIBRARIES, DENS, (03] SMOKE DETECTOR H.S. HORIZONTAL SLIDER — =
HALLWAYS, RECREATION ROOM, CLOSET OR SIMILAR ROOMS OR AREAS &

SHALL BE PROTECTED BY A LISTED ARC-FAULT CIRCUIT INTERRUPTER TO v TELEPHONE OUTLET S.H. SINGLE HUNG u
PROVIDE PROTECTION OF THE ENTIRE BRANCH CIRCUIT. CEC ARTICLE e 5 o SLASS m

TV/ CABLE OUTLET : FIXED GLA! —

210.12 INTERIOR WALLS TO BE REMOVED v =17

2 ALL NEW AND REPLACED DUPLEX RECEPTACLES SHALL BE LISTED
TAMPER-RESISTANT " RECEPTACLE..2019 CEC ART 406.12 u u
3 AT LEAST TWO 20-AMP BRANCH CIRCUITS SHALL BE PROVIDED FOR = =
SMALL KITCHEN APPLIANCES AT THE COUNTER TOP (CEC 210.52) ) m
4 ALL RECEPTACLES IN KITCHEN AREAS TO BE GFIC TAMPER PROOF NOT _ (E)S068 SL. DOOR () 3050HS () 3050HS [GENERAL NOTES|
TO EXCEED.. 4-0" O.C. ] —_—— { . {
PLANS TO COMPLY WITH CONVENTIONAL CONSTRUCTION PROVISIONS AS STATED IN
5  ALL EXHAUSTS FANS THROUGHOUT THE RESIDENCE SHALL BE SWITCHED 2019 CALIFORNIA RESIDENTIAL, BUILDING, MECHANICAL, PLUMBING, ELECTRICAL AND
SEPARATELY FROM ANY LIGHTING SYSTEM ENERGY CODES AS AMENDED BY STATE OF CALIFORNIA AND ALL CITY & MUNICIPAL CODES
(PROJECT LOCATED TO SPECIFY SEISMIC DESIGN CATEGORY E.)
ALL KITCHEN EXHAUST SHALL BE DUCTED TO THE EXTERIOR
6 c USTS ue © © INTERPRETATION OF DRAWINGS FOR ARRANGEMENT OF FLOORS, GENERAL FINISH, AND
7 ALL RECESSED LIGHTING FIXTURES INSTALLED IN INSULATED CEILINGS 1 XEPAESXSE“IE"TEV'\\‘/ESE‘NRECFEEEE":‘A(éig"UUsETMBEEN'\T"‘:[’)\“EDT:CI’GLHREE';%AF\{’VE';\E‘?VS\/’ESE'LOV%;%g:\"\LD(')';ERENCE
SHALL BE IC ( INSULATION COVER )AND AT ( AIR TIGHT )RATED AND -
SHALL BE SE(ALED BETWEEN THE LIXTURE(HOUSING A)ND THE GYP WITH — SPECIFICATIONS & LETTERING ON DRAWINGS. THE SPECIFICATION SHALL IN ALL CASES TAKE \_/_
A GASKET OR CAULK PRECEDENCE . IF ANY ERROR THAT IS NOT EXPLAINED EITHER BY REFERENCE TO THE DRAWINGS.
" o CONTRACTOR TO INFORM DRAFTSMAN DESIGNER, FOR CORRECTION BEFORE PROCEEDING WITH
z BEDROOM 8 THE WORK (CONTRACTOR IS NOT TO SCALE DRAWINGS).
g 15-4"X13-4" a ERRORS AND OMISSIONS. IN THE EVENT THAT AN ACUTE ERROR OR OMISSION MAY EXIST ON
© 7 THE PLAN IT SHALL BE THE RESPONSIBILITY OF THE OWNER OR CONTRACTOR TO NOTIFY THE
= s DESIGNER, DRAFTSMAN PRIOR TO THE COMMENCEMENT OF WORK. FAILURE TO DO SUCH,
RESIDENTIAL EGRESS WINDOWS (2019 CBC) EMERGENCY § \évl\ln%}?EEIISIIIEE_}/IIEECI_DrI(E)SRIgNER OF RESPONSIBILITY.
ESCAPE AND RESCUE 34" CLEAR OPENING WIDTH ) PROVIDE 1 EACH SMOKE DETECTOR IN ALL SLEEPING ROOMS AND AT A POINT CENTRALLY
- L L 1 LOCATED IN AN AREA GIVING ACCESS TO THE SLEEPING ROOMS.
OPENINCGLENAETH '| '| ] | FAMILY ROOM| iy A) POWER SOURCE: IN NEW CONSTRUCTION, REQUIRED SMOKE DETECTOR SHALL RECEIVE
142" x 19-8" THEIR PRIMARY POWER FROM THE BUILDING WIRING WHEN SUCH WIRING IS SERVED FROM A
COMMERCIAL SOURCE AND SHALL BE EQUIPPED WITH A BATTERY BACKUP. THE DETECTOR
SHALL EMIT A SIGNAL WHEN THE BATTERIES ARE LOW, WIRING SHALL BE PERMANENT AND
/7-' WITHOUT A DISCONNECTING SWITCH OTHER THAN THOSE REQUIRED FOR OVER CURRENT
Y PROTECTION, SMOKE DETECTORS MAY BE SOLELY BATTERY OPERATED WHEN INSTALLED IN
/ EXISTING BUILDINGS OR IN BUILDINGS WITHOUT COMMERCIAL POWER OR IN BUILDING WHICH
// J—l - -y UNDER GO ALTERATIONS, REPAIRS OR ADDITIONS AS REGULATED BY CBC 2019
/ fl=‘=|= B) LOCATION WITHIN DWELLING UNITS: IN DWELING UNITS, A DETECTOR SHALL BE INSTALLED IN LU
4 z @ EACH SLEEPING ROOM AND AT A POINT CENTRALLY LOCATED IN THE CORRIDOR OR AREA GIVING (@))
/f;EEAEBLUEALS 2  OPENABLE AREAEQUALS =] ACCESS TO EACH SEPARATE SLEEPING AREA WHEN THE DWELLING UNIT HAS MORE THAN ONE D) o0 (N
5750, ST. gl N STSQFTMN s —iBATH 2 STORY AND IN DWELLINGS WITH BASEMENTS A DETECTOR SHALL BE INSTALLED ON EACH STORY U) o N\
\\ a ~ s ; I 11-4"x6-0"  T~—_1 —~ AND IN THE BASEMENT IN DWELLING UNITS WHERE A STORY OR BASEMENT IS SPLIT INTO TWO < Z
N A 7 NE @ — OR MORE LEVELS. THE SMOKE DETECTOR SHALL BE INSTALLED IN THE UPPER LEVEL, EXCEPT L (@] ™M
\ PR N S THAT WHEN THE LOWER LEVEL CONTAINS A SLEEPING AREA A DETECTOR SHALL BE INSTALLED D Te) I
AN e Na 0 =] — A mH ON EACH LEVEL WHEN SLEEPING ROOMS ARE ON AN UPPER. LEVEL IN CLOSE PORXIMITY TO THE E > N
N e AN o —_ STAIRWAY IN DWELLING UNITS WHERE THE CEILING HEIGHT OR A ROOM OPEN TO THE HALLWAY < (o)) @)
\\ - ~ — SERVING THE BEDROOMS EXCEEDS THAT OF THE HALLWAY BY 24 INCHES (610 MM) OR MORE. < : 00
- ] [ . SMOKE DETECTORS SHALL BE INSTALLED IN THE HALLWAY AND IN THE ADJACENT ROOM. <
MINIMUM SIZE WINDOW MINIMUM SIZE WINDOW DETECTOR SHALL SOUND AN ALARM AUDIBLE IN ALL SLEEPING AREAS OF THE _I I 7~
FOR A 20" CLEAR WIDTH FOR A 24" CLEAR HEIGHT DWELLING UNIT IN WHICH THEY ARE LOCATED. _| I_ U w
44" MAX. FROM BOTTOM OF INSULATION: CEILING ............... R-30 BATT INSULATION (NEW CONST. ONLY) < L ] (@)
%LESF; EOSF’SEwm ;Sv gLISOR WALLS.....ovvrennnn. R-15 BATT INSULATION (NEW CONST. ONLY) > <
SLEEPING ROOMS L FLOOR .....ccooemen. R-19 FLOOR INSULATION Z - N
l l | REE. =—=nT]o ACCESS: UNDERFLOOR .......... 18" x 24" MIN. SQ. (IF WOOD FLOOR) Z L
r CEILING ........c........ 22" x 30" MIN. W/30" CLEAR HEIGHT. "
I
N M Floor M N | [BATHI( e L E X 0 m LW
50" X 80" X G WINDOW............... APPROVED DOUBLE GLAZED
Because so many fire deaths occur when occupants of residential buildings are asleep at the time % - Xo- b I ! D_ Z
of a fire, the 2019 California Building Code (CBC), Section 1029 requires that: 3 BEDROOM | KITCHEN R J — NOTE: ALL OPENING, ALL DOORS, WINDOWS, ETC. TO BE CALUKED OR FULLY WEATHER STRIPPED. — 2
. Eszfyms'f;‘; :dixi'ringeﬁgastﬁgﬁomh oy e 12'-0"X14-'0" 13-6" x 11-0" 1 SUPPLEMENT TO TITLE 24 FOR RESIDENTIAL ADDITIONS. > i O
. Z ' < oo <
Shall have at least one operable window or exterior door opening approved for emergency escape and rescue. ~ ; EI?LOV'\:/IIS\IB%?I;/I—S ISNI-?A\II_V:TIEAI\Q/Q?AIAS'\(‘)TL,?\QRH?E$ gglﬁggiiﬁ:gE8£$%E§T4% g:Aé‘IE‘TB_I_i:?NSTALLED' w I
Such openings shall open directly into a public way or to a yard or court that opens to public way. 1 1 3' WALL SHEATHING @ GABLE ENDS (ABOVE CEILING) SHALL HAVE RAD‘IANT BARRIER .PER MEGR m w O D_

The r_1et clear openable area shall be no less than 5.7 square feet (5 square feet for grade floor [ 30" GAS | | INSTALLATION INSTRUCTIONS
openings and basement window wells ). RANGE 4. ALL SEALING TAPE ON HEAT/ AC DUCTS SHALL BE UL181 (LISTED AND LABELED).

In addition to the above requirement, the net clear openable height dimension shall be a minimun of 24 N 5. THE WRAPS (FOR DUCTS) MUST BE UV RESISTANT AND HAVE 150 LBS. OF BURST STRENGTH.
inches. The net clear openable width dimension shall be a minimum of 20 inches (Note: using both N WINDOWS / BATHROOM NOTES

inimun fi ill not obtain th ired 5.7 feet.
minimum figures will not obtain the required 5.7 square feet.) N 1. ALL NEW WINDOW TO BE APROVED DOUBLE GLAZED (WITH BEDROOM WINDOWS HAVING A
— < - MIN. 24" x 24" SQ. OPENING). REFER TO EGRESS WINDOW DIAGRAM
[
2. ALL HEADERS USED OVER DOORS, WINDOW AND ANY NECESSARY OPENINGS TO BE 4 x 12 DF# Z
1 OR BETTER, UNLESS OTHERWISE SPECIFIED. nd O
+— ——— ] 3. ALL GLAZING IN OR WITHIN 36" OF DOORS, OVER 9 SQUARE FEET AND WITHIN 18" OF FLOOR AND < —
ALL GLAZING IN SHOWERS OR BATHTUBS TO BE SAFETY GLASS. L _ 0p)
4. BATHROOM FINISH NOTE .... ENSURE A SMOOTH , HARD, NONABSORBENT SURFACE OVER A nd <E L e LI
MOISTURE RESISTANT UNDERLAYMENT TO A HEIGHT OF 72" - N 2 L U
ABOVE THE DRAIN INLET FOR SHOWER PER CBC 1213.3
SMOKE DETECTOR NOTES FS>S02<
5. WATER CLOSETS IN ALL BATHROOMS TO BE MAXIMUM 1.28 GALLONS PER FLUSH. =z Z =
[LIVING ROOM] . 0<20 &
A. SMOKE DETECTORS. ) 19-0"x 13-0" > D: )] L U 7
I o
S BEDROOM & o Q)

PROVIDE 1 EACH SMOKE DETECTOR IN ALL SLEEPING ROOMS AND AT A POINT CENTRALLY 3 L Z

LOCATED IN AN AREA GIVING ACCESS TO THE SLEEPING ROOMS N 13-0"X10-'4" O Y L Z
A) POWER SOURCE: ] & GARAGE a — O 2 S
I ' " ! " —

IN NEW CONSTRUCTION, REQUIRED SMOKE DETECTOR SHALL RECEIVE 2 13-0"x19-4 : (0))] l: X oY —
THEIR PRIMARY POWER FROM THE BUILDING WIRING WHEN SUCH WIRING IS SERVED FROM A = @ O A -
COMMERCIAL SOURCE AND SHALL BE EQUIPPED WITH A BATTERY BACKUP. THE DETECTOR =] L <E
SHALL EMIT A SIGNAL WHEN THE BATTERIES ARE LOW, WIRING SHALL BE PERMANENT AND =] R ) |_ (D O
WITHOUT A DISCONNECTING SWITCH OTHER THAN THOSE REQUIRED FOR OVER CURRENT -~ O <E > -
PROTECTION, SMOKE DETECTORS MAY BE SOLELY BATTERY OPERATED WHEN INSTALLED IN . : . _ _ : — a)
EXISTING BUILDINGS OR IN BUILDINGS WITHOUT COMMERCIAL POWER OR IN BUILDING WHICH T i i r H nd -

UNDER GO ALTERATIONS, REPAIRS OR ADDITIONS AS REGULATED BY CBC 2019 2646HS () 2050HS () 4040HS () 2050HS 0 Z
B) LOCATION WITHIN DWELLING UNITS: <E

IN DWELLING UNITS, A DETECTOR SHALL BE INSTALLED IN
EACH SLEEPING ROOM AND AT A POINT CENTRALLY LOCATED IN THE CORRIDOR OR AREA GIVING
ACCESS TO EACH SEPARATE SLEEPING AREA WHEN THE DWELLING UNIT HAS MORE THAN ONE
STORY AND IN DWELLINGS WITH BASEMENTS A DETECTOR SHALL BE INSTALLED ON EACH STORY
AND IN THE BASEMENT IN DWELLING UNITS WHERE A STORY OR BASEMENT IS SPLIT INTO TWO DATE: 1 -20 - 2022
OR MORE LEVELS.

THE SMOKE DETECTOR SHALL BE INSTALLED IN THE UPPER LEVEL, EXCEPT SCALE: 1/4"=1'-0"
THAT WHEN THE LOWER LEVEL CONTAINS A SLEEPING AREA A DETECTOR SHALL BE INSTALLED .
ON EACH LEVEL WHEN SLEEPING ROOMS ARE ON AN UPPER. LEVEL IN CLOSE PROXIMITY TO THE L

STAIRWAY IN DWELLING UNITS WHERE THE CEILING HEIGHT OR A ROOM OPEN TO THE HALLWAY
SERVING THE BEDROOMS EXCEEDS THAT OF THE HALLWAY BY 24 INCHES (610 MM) OR MORE.
SMOKE DETECTORS SHALL BE INSTALLED IN THE HALLWAY AND IN THE ADJACENT ROOM.
DETECTOR SHALL SOUND AN ALARM AUDIBLE IN ALL SLEEPING AREAS OF THE

DWELLING UNIT IN WHICH THEY ARE LOCATED.

DEMO FLOOR PLAN

DRAWN: BRA

JOB:

SCALE: 1/4"=1'-0"

RN

INTERIOR WALLS TO BE REMOVED

INTERIOR WALLS TO BE REMOVED
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REVISIONS

| ELECTRICAL/ MECHANICAL LEGEND
11" " 11" : DATE:
ADDITIONAL... BATHROOM FIXTURE / ELECT / w, w4 RLI SPECIAL SHOWER NOTE — A —
PLUMBING, MECH AND INSULATION NOTES SMOKE AND CARBON MONOXIDE NOTE 1 Lo | 1/2" @ (MAX) AT DOOR ' ' 7 3/4" @ (MAX)
2 MIN . — ENTRY sl 20+ I. // A) ... SHOWER PAN DIMENSIONS SHALL BE A B | \Ew wALLS [e] DOORBELL PUSHBUTTON
’ R 4"MIN e —— MINIMUM AREA OF 1024 SQ. INCHES AND
PLUMBING SMOKE AND CARBON MONOXIDE ALARMS SHALL BE CON. SLAB = 26 GAUGE FLASHING CON. SLAB ' N _
INTERCONNECTED IN SUCH A MANNER THAT THE L ' @ WOOD TO CONC. TIE 26 GAUGE FLASHING AMINIMUM FINISH DIMENSION OF 30 INCHES ———— | WALLSTO BE REMOVED COMB. EXHAUST & LIGHT FIXT
ACTIVATION OF ONE ALARM WILL ACTIVATE ALL OF _. @ WOOD TO CONC. TIE INANY DIRECTIONS. 777777 oy
" WITH CALIFORNIA GIVIL CODE SECTION 11015 ( KITGHEN FAUCETS SHALL NOT THE ALARMS IN THE INDIVIDUAL UNIT UNLESS WHERE RE SHOWER DOORS SHALL . ——
- REPAIRS OR ALTERATIONS DO NOT RESULT IN THE Nz
EXCEED 1.8 MAX PER FLUSH ).... LAVATORY FAUCETS SHALL NOT EXCEED REMOVSAE)OF WALL OSCEILIEG CF)INISHSE% OPEN TO MAINTAIN NOT LESS THAN A 22" UN S DUPLEX RECEPTABLE OUTLET .) HEAT LAMP
URINALS. SHALL NOT EXCEED 5 GALLONS PER FLUSH o A0 C)\ LANDING DETAIL OBSTRUCTED OPENING FOR EGRESS. ericA GROUND FAULT INTERUPT CIRcUIT | = | HEATER REGIST. a2
- - C\ LANDING DETAIL 2|8
2. PERCPC SECTION 402.2.2, SINGLE FLUSH WATER CLOSETS SHALL HAVE \y SCALE 1/4"=1-0" WHEN PORCH SLAB IS LEVEL \Z_J SCALE 1/4"=1-0" T”/-EOSI\""ivé’gg:Q‘ECWEKITSEHTSOBEZ%RQ\'/SEHED we A DUP. REC. OUTLET W/GROUND [—1 |CEILING AIR REGISTER 8 2
AN EFFECTIVE FLUSH VOLUME NOT TO EXCEED 1.28 GALLONS. WITH ENTRY DOOR WINOR- $=| @ S|o
DRAIN INLET (SEE ALSO GENERAL NOTES) FOUR PLEX RECEPTICLE WATER HEATER 2|
3. INDOOR WATER USE SHALL BE REDUCED BY AT LEAST 20%BY USING WATER & slg
SAVING FIXTURES OR FLOW RESTRICTIONS OR DEMONSTRATE A 20% S 220 V RECEPTABLE OUTLET FURNACE O|2 3
REDUCTION IN BASELINE WATER PER SECTION 4.303.1 0O clg82°
RECESSED CEILING LIGHT = | HoSEBIBB g~
=2
4 ALL ADDITIONS ON OR AFTER JANUARY 1,2014 SHALL REPLACE NON 77 D% 2
COMPLIANT PLUMBING FIXTURES WITH WATER CONSERVING PLUMBING acan (@i | HicH EFFIcACY LiGHT Giin | CARBON MONOXIDE ALARMS 215 e
o8]
FIXTURES Q—I WALL LIGHT V/ | INTERCOM - zQ
4 N
NON-COMPLIANT PLUMBING FIXTURES SHALL BE REPLACED WITH WATER Q | cl=
_an _an —O" ©
CONSERVING PLUMBING FIXTURES PER CGBC SECTION 301.1.1. PLUMBING 9-8 13-8 7l¢_ 230 we WATERPROOF WALL LIGHT FIXTURE | = ELECT. METER & MAIN PANEL Qe
FIXTURE REPLACEMENT IS REQUIRED PRIOR TO ISSUANCE OF ACERTIFICATE . 0o
OF FINAL COMPLETION, CERTIFICATE OF OCCUPANCY OR FINAL PERMIT Ba 5.g &8 [==J | FLUORESCENT LIGHT 72| ELECTRICAL SUB-PANEL § =
APPROVAL BY THE BUILDING DEPARTMENT F—— | SMALL FLUORESCENT FIXTURE O RECESSED LIGHT o2
o o
3-0"x 3-0" TEMP. GLASS 3-0"x 3-0" TEMP. GLASS >— SPOTLIGHT Q DISPOSAL ®
ELECTRICAL CORNER SHOWER CORNER SHOWER
1 ENCLOSURE ENCLOSURE $ WALL SWITCH CONCRETE _/_\
18" X 22" MAX 7 3/4 ~ WINON- ABSORBENT—_| WINON- ABSORBENT]
1. ALL BRANCH CIRCUITS THAT SUPPLY 125-VOLT, SINGLE PHASE, 15-AND 20 UNDER FLOOR — RISERS ’\ FINISH TO 72" (SEE ALSO FINISH TO 72" (SEE AllSO $ 3 THREE-WAY SWITCH STUCCO
AMPERE RECEPTACLE OUTLETS INSTALLED IN A DWELLING UNIT LIVING, ACCESS GENERAL NOTES) ( ) 3030HS GENERAL NOTES) ( ) 3030HS u
DINING AND FAMILY ROOMS, PARLORS, BEDROOMS, LIBRARIES, DENS, N ——(FEMP)— TEMP $4 FOUR-WAY SWITCH (E) EXISTING
HALLWAYS, RECREATION ROOM, CLOSET OR SIMILAR ROOMS OR AREAS N N\ —_— ] = z
SHALL BE PROTECTED BY A LISTED ARC-FAULT CIRCUIT INTERRUPTER TO 12" S & POLE 12" S & POLE ® SMOKE DETECTOR H.S. HORIZONTAL SLIDER ——
PROVIDE PROTECTION OF THE ENTIRE BRANCH CIRCUIT. CEC ARTICLE =
210.12 W 21" DIAMETER VELUX = : v TELEPHONE OUTLET SH. | SINGLE HUNG [
i o) —))» ‘ . 1 SUN TUNNEL)SKYLIGHT £ w W 4 i u
2 ALL NEW AND REPLACED DUPLEX RECEPTACLES SHALL BE LISTED o ol 5"-8" x 9;0/' I ICBO 185 ( tgfftmf 014 ) PORCH = O| 5'8x5-8 |Q ¥ Q \V/ TV/ CABLE OUTLET FIX. FIXED GLASS w —
TAMPER-RESISTANT " RECEPTACLE..2019 CEC ART 406.12 © g I po 50'X13-8" > % |[(HARDWOOD) | I ©
ol > . 2 5 o —1%
3 AT LEAST TWO 20-AMP BRANCH CIRCUITS SHALL BE PROVIDED FOR S -— @ & i 5 5 §
SMALL KITCHEN APPLIANCES AT THE COUNTER TOP (CEC 210.52) N = (N)5068 SL. DOOR ( ) 4040HS H H = u u
z ' EGRESS ]
4 ALL RECEPTACLES IN KITCHEN AREAS TO BE GFIC TAMPER PROOF NOT | = (TEMP GLASS 1 — ) = =
TO EXCEED.. 4-0" O.C. = ' m
[GENERAL NOTES|
5  ALL EXHAUSTS FANS THROUGHOUT THE RESIDENCE SHALL BE SWITCHED N 154" T | 440 130" %
SEPARATELY FROM ANY LIGHTING SYSTEM e © 1. PLANS TO COMPLY WITH CONVENTIONAL CONSTRUCTION PROVISIONS AS STATED IN
Al I 2019 CALIFORNIA RESIDENTIAL, BUILDING, MECHANICAL, PLUMBING, ELECTRICAL AND
6  ALL KITCHEN EXHAUST SHALL BE DUCTED TO THE EXTERIOR w ENERGY CODES AS AMENDED BY STATE OF CALIFORNIA AND ALL CITY & MUNICIPAL CODES
3 _— (PROJECT LOCATED TO SPECIFY SEISMIC DESIGN CATEGORY E.)
7 ALL RECESSED LIGHTING FIXTURES INSTALLED IN INSULATED CEILINGS . &
SHALL BE IC (INSULATION COVER )AND AT ( AIR TIGHT )RATED AND 3 = 2. INTERPRETATION OF DRAWINGS FOR ARRANGEMENT OF FLOORS, GENERAL FINISH, AND
SHALL BE SEALED BETWEEN THE FIXTURE HOUSING AND THE GYP WITH 0 y n ( HARDWOOD ) N7 MEASUREMENTS, REFERENCE MUST BE MADE TO THE DRAWINGS, SHOULD ANY DIFERENCE
A GASKET OR CAULK z ( HARDWOOD ) N (HARDWOOD ) Suw ) APPEAR BETWEEN SCALE MEASUREMENT AND FIGURES OR BETWEEN WORDING OF
i g9 M BEDROOM BEDROOM S X o SPECIFICATIONS & LETTERING ON DRAWINGS. THE SPECIFICATION SHALL IN ALL CASES TAKE
© - ou BEDROOM T4 X1LA" - — 2m bl © PRECEDENCE . IF ANY ERROR THAT IS NOT EXPLAINED EITHER BY REFERENCE TO THE DRAWINGS.
© Q 20 15-4"X13-4" 13-0"X13"-4 Z ©® CONTRACTOR TO INFORM DRAFTSMAN DESIGNER, FOR CORRECTION BEFORE PROCEEDING WITH
— [Q) w —
RESIDENTIAL EGRESS WINDOWS (2019 CBC) EMERGENCY 2= THE WORK (CONTRACTOR IS NOT TO SCALE DRAWINGS).
= T 3. ERRORS AND OMISSIONS. IN THE EVENT THAT AN ACUTE ERROR OR OMISSION MAY EXIST ON
ESCAPE AND RESCUE 34" CLEAR OPENING WIDTH w THE PLAN IT SHALL BE THE RESPONSIBILITY OF THE OWNER OR CONTRACTOR TO NOTIFY THE
L L 21" DIAMETER VELUX |k
20" CLEAR 1 1 o e Sy LT o DESIGNER, DRAFTSMAN PRIOR TO THE COMMENCEMENT OF WORK. FAILURE TO DO SUCH,
OPENING WIDTH | i?; ;/gﬂ OT\%E_ (%QE% \CBO 185 ( tgfitmf 014) - | 10" L e LSS . \év&% IEEEIISIIIEE_}/IIEECI?I_I(E)SRIS.NER OF RESPONSIBILITY.
ENCLOSURE N 1 ] SHOWER ENCLOSURE . PROVIDE 1 EACH SMOKE DETECTOR IN ALL SLEEPING ROOMS AND AT A POINT CENTRALLY
N (@)
_ WINON- ABSORBENT — | . Ww/NON- ABSORBENT [(I) LOCATED IN AN AREA GIVING ACCESS TO THE SLEEPING ROOMS.
/’TI © FINISH TO 72" (SEE ALSO sD 1 FINISH TO 72" (SEE ALSO A) POWER SOURCE: IN NEW CONSTRUCTION, REQUIRED SMOKE DETECTOR SHALL RECEIVE
/ ® GENERAL NOTES) GENERAL NOTES) N)2868 THEIR PRIMARY POWER FROM THE BUILDING WIRING WHEN SUCH WIRING IS SERVED FROM A
/ ® | 15°S & POLE (N) COMMERCIAL SOURCE AND SHALL BE EQUIPPED WITH A BATTERY BACKUP. THE DETECTOR
yd SHALL EMIT A SIGNAL WHEN THE BATTERIES ARE LOW, WIRING SHALL BE PERMANENT AND
/ ] N WITHOUT A DISCONNECTING SWITCH OTHER THAN THOSE REQUIRED FOR OVER CURRENT
d 2 Aﬁ I R CARBON o PROTECTION, SMOKE DETECTORS MAY BE SOLELY BATTERY OPERATED WHEN INSTALLED IN
SPEnABLE 2 [N OPENABLE AREA EQUALS _, 7| . o < MONOXIDE (N)2868 .8 __ o EXISTING BUILDINGS OR IN BUILDINGS WITHOUT COMMERCIAL POWER OR IN BUILDING WHICH
e SE N_STSQFTMN o Sz :> ALARM LAUNDRY 2 N—A K 5 UNDER GO ALTERATIONS, REPAIRS OR ADDITIONS AS REGULATED BY CBC 2019
N 3 N s ~ N Q El . TiLk) 10-0"X6-'0" ENSURE EVANTTY o s B) LOCATION WITHIN DWELLING UNITS: IN DWELING UNITS, A DETECTOR SHALL BE INSTALLED IN LLJ
N ~_~ |5 . N | i (TILE) | SMOKE S g . . 0 EACH SLEEPING ROOM AND AT A POINT CENTRALLY LOCATED IN THE CORRIDOR OR AREA GIVING (o))
AN O Vg Y N — BATH ® 4 COUNTER | DETECTOR CARBON BATH S o O ® ACCESS TO EACH SEPARATE SLEEPING AREA WHEN THE DWELLING UNIT HAS MORE THAN ONE 0 N
N P o i 30" x 3-0" TEMP. GLASS 510" x 18" DEEP SD W/ SINK © SD MONOXIDE = DR I STORY AND IN DWELLINGS WITH BASEMENTS A DETECTOR SHALL BE INSTALLED ON EACH STORY v o N
\ e N o CORNER SHOWER T ® ‘ — AND IN THE BASEMENT IN DWELLING UNITS WHERE A STORY OR BASEMENT IS SPLIT INTO TWO < Z
N L~ N ENCLOSURE - 5 T 18" X| 22" OR MORE LEVELS. THE SMOKE DETECTOR SHALL BE INSTALLED IN THE UPPER LEVEL, EXCEPT LL o m
— = = WINON- ABSORBENT © UNDER FLOOR o) THAT WHEN THE LOWER LEVEL CONTAINS A SLEEPING AREA A DETECTOR SHALL BE INSTALLED A 0 N
MINIMUM SIZE WINDOW MINIMUM SIZE WINDOW FINISH TO 72" (BEE ALSO WASHER ACCESS n ON EACH LEVEL WHEN SLEEPING ROOMS ARE ON AN UPPER. LEVEL IN CLOSE PORXIMITY TO THE 2 > N~
FOR A 20" CLEAR WIDTH FOR A 24" CLEAR HEIGHT GENERAL NOTES) _i — STAIRWAY IN DWELLING UNITS WHERE THE CEILING HEIGHT OR A ROOM OPEN TO THE HALLWAY < o @)
A" MAX. FROM BOTTOM OF ~ SERVING THE BEDROOMS EXCEEDS THAT OF THE HALLWAY BY 24 INCHES (610 MM) OR MORE. < . 00
CLEAR OPENING 70 FLOOR i RELOCATE (E) 40 GALLQN SMOKE DETECTORS SHALL BE INSTALLED IN THE HALLWAY AND IN THE ADJACENT ROOM. <
IN EGRESS WINDOWS IN ) o > W.H. AND[FURNACE INTD % DETECTOR SHALL SOUND AN ALARM AUDIBLE IN ALL SLEEPING AREAS OF THE 1 T —
SLEEPING ROOMS 5 o THIS CLASET..ENSURE . . DWELLING UNIT IN WHICH THEY ARE LOCATED. ] |_ U 00
iy VENHILATION TO EXTERIOR. Q INSULATION: CEILING R-30 BATT INSULATION (NEW CONST. ONLY) < |_|J O
<t | ! :CEILING ............... - .
Y/ NM" FLoor Y/ Y/ 1 PSEEFLSCMC')CDESTRAP N Q WALLS....ocoorrnnns R-15 BATT INSULATION (NEW CONST. ONLY) > - <
Because so many fire deaths occur when occupants of residential buildings are asleep at the time | |-8" 3-8" 3-0" 1 0-8" FLOOR ....ocovvnnn. R-19 FLOOR INSULATION Z - ~
of a fire, the 2019 California Building Code (CBC), Section 1029 requires that: G ACCESS: UNDERFLOOR ...........18" x 24" MIN. SQ. (IF WOOD FLOOR) Z Lu
o Basements in dwelling units and 1 | ] ( HARDWOOD ) 30" x 3-0" TEMP. GLASS z 3 CEILING ... 22" x 30" MIN. W/30" CLEAR HEIGHT. \¢ 0 L
e Every sleeping room below the fourth story CORNER SHOWER S x = 0 WINDOW.... .... APPROVED DOUBLE GLAZED Lu
. _ . BEDROOM ENCLOSURE B O S 2l
Shall have at least one operable window or exterior door opening approved for emergency escape and rescue. —~ e - ) —_— ¥ Z
Such openings shall open directly into a public way or to a yard or court that opens to public way. 5 5 = g:-, | DINING ROOM| 13-0"X11-'8" F\?IIQTSOFTTQE;SZ9?S?EITEN/1-LSO = _ NOTE: ALL OPENING, ALL DOORS, WINDOWS, ETC. TO BE CALUKED OR FULLY WEATHER STRIPPED. > 2 O
The net (:Iea;j %penable argadshall bch n§J less than 5.7 square feet (5 square feet for grade floor < Y E 2 14'-0" x 13'-0" (HARDWOOD ) CARON 77 L GENERAL NOTES) 5. SUPPLEMENT TO TITLE 24 FOR RESIDENTIAL ADDITIONS. < 8 < I
openings and basement window wells ). B Z3 (HARDWOOD ) I/ 1 ROOF SHEATHING WITH RADIANT BARRIER ON UNDERSIDE OF SHEAT'G SHALL BE INSTALLED
= ® MONOXIDE| 7 . .
- N
In addition to the above requirement, the net clear openable height dimension shall be a minimun of 24 / ALARM Y N 2. ALL WINDOWS SHALL HAVE A SOLAR HEAT GAIN COEFFICIENCY OF .40 OR BETTER. m w O D_
inches. The net clear openable width dimension shall be a minimum of 20 inches (Note: using both | | | | | | 3. WALL SHEATHING @ GABLE ENDS (ABOVE CEILING) SHALL HAVE RADIANT BARRIER PER MFGR.
minimum figures will not obtain the required 5.7 square feet.) = INSTALLATION INSTRUCTIONS
© ¥ 4. ALL SEALING TAPE ON HEAT/ AC DUCTS SHALL BE UL181 (LISTED AND LABELED).
[LIVING ROOM ] VELUX (ACRYLIC S ™ 5. THE WRAPS (FOR DUCTS) MUST BE UV RESISTANT AND HAVE 150 LBS. OF BURST STRENGTH.
Iy | 340 L 190" x 24'-4" (282;;‘2 I%PHI?I'?ABLE: = T f Z 6.  WINDOWS / BATHROOM NOTES
. 80" 3.0 o g 190" ICBONER216 \ I 1. ALL NEW WINDOW TO BE APROVED DOUBLE GLAZED (WITH BEDROOM WINDOWS HAVING A
Q - - =" S MIN. 24" x 24" SQ. OPENING). REFER TO EGRESS WINDOW DIAGRAM
© ’| hy &
| | | | | | N O © 2. ALL HEADERS USED OVER DOORS, WINDOW AND ANY NECESSARY OPENINGS TO BE 4 x 12 DF# Y Z
12" S & POLE
EXISTING GAS METER NOTE | - 1 OR BETTER, UNLESS OTHERWISE SPECIFIED. O
) 21" DIA LUX S S POLE L'o 3. ALL GLAZING IN OR WITHIN 36" OF DOORS, OVER 9 SQUARE FEET AND WITHIN 18" OF FLOOR AND < (7)
O = ! .
A....AN EARTHQUAKE -ACTUATED GAS SHUT 9 I(ggg Igg, 0SR LGAT TEATH £ ] ALL GLAZING IN SHOWERS OR BATHTUBS TO BE SAFETY GLASS H:J _ o
tgfit
OFF VALVE SHALL BE INSTALLED AT (o) v 2 4 BATHROOMEINSHNOTE . ENSURE A SHOOTH  HARD, NONABSORBENT SURFACE OVER & <&
THE EXISTING GAS METER N (TILE) & ABOVE THE DRAIN INLET FOR SHOWER PER CBC 1213.3 I_" ‘A ) > @)
0 — /\ 5. WATER CLOSETS IN ALL BATHROOMS TO BE MAXIMUM 1.28 GALLONS PER FLUSH. Z Z O = <
. I F —
E S 2 z & VELUX (ACRYLIC \ (N)2668 ®) < = '®) ol
o} SR L # e | 22x48 OPERABLE SD sp . LL (0))]
_= < ) / Y D: (D U
< 4| (SKYLIGHT) X o o )
- ICBO NER216 L Z L
T o}
5-0 < 2 KITCHEN BN w o8 lE—— S nOXp<
SMOKE DETECTOR NOTES o2 & @ Q o = @) b S
13-0" x 164" gl S 8 o %) =z ]
(TILE) k| § .y a X o _j
A, SMOKE DETECTORS. Z @) A W <
: ; i — BEDROOM | PR o = O O
PROVIDE 1 EACH SMOKE DETECTOR IN ALL SLEEPING ROOMS AND AT A POINT CENTRALLY 0| ()2060 — 130°X13-0" - O <E -
LOCATED IN AN AREA GIVING ACCESS TO THE SLEEPING ROOMS S FIXED () 2060 HARDWOOD - Z
I—— FIXED ( ) Y -0
A)  POWER SOURCE: S (TEMP) | PORCH | (temp) 0 =
i - 6-0"X12-8"
IN NEW CONSTRUCTION, REQUIRED SMOKE DETECTOR SHALL RECEIVE 5 POO — (TILE) 5 <E
THEIR PRIMARY POWER FROM THE BUILDING WIRING WHEN SUCH WIRING IS SERVED FROM A o 36" SINK — ————— , o 5
COMMERCIAL SOURCE AND SHALL BE EQUIPPED WITH A BATTERY BACKUP. THE DETECTOR 5-8"X 6-0 | g
SHALL EMIT A SIGNAL WHEN THE BATTERIES ARE LOW, WIRING SHALL BE PERMANENT AND o o = " /
WITHOUT A DISCONNECTING SWITCH OTHER THAN THOSE REQUIRED FOR OVER CURRENT MAX 7 3/4 ~— 5 ﬂ
PROTECTION, SMOKE DETECTORS MAY BE SOLELY BATTERY OPERATED WHEN INSTALLED IN = RISER il
EXISTING BUILDINGS OR IN BUILDINGS WITHOUT COMMERCIAL POWER OR IN BUILDING WHICH | | | N\ . DATE: 01 -8 - 2022
UNDER GO ALTERATIONS, REPAIRS OR ADDITIONS AS REGULATED BY CBC 2019 () 504015 \
B) LOCATION WITHIN DWELLING UNITS: |I—(_)_69&9.H.5J SCALE: 1/4" = 1'-0"
~—1 15" x 15" EGRESS \
IN DWELLING UNITS, A DETECTOR SHALL BE INSTALLED IN - 5.0 15" x15" SQ ( ) (E) 100 AMP
EACH SLEEPING ROOM AND AT A POINT CENTRALLY LOCATED IN THE CORRIDOR OR AREA GIVING - - o COLUMNS ELECT SERVICE DRAWN: BRA
ACCESS TO EACH SEPARATE SLEEPING AREA WHEN THE DWELLING UNIT HAS MORE THAN ONE ‘1 ‘1 -8 PNL LOCATION
STORY AND IN DWELLINGS WITH BASEMENTS A DETECTOR SHALL BE INSTALLED ON EACH STORY o -2 D D . . (UP GRADE TO
AND IN THE BASEMENT IN DWELLING UNITS WHERE A STORY OR BASEMENT IS SPLIT INTO TWO 13-8 64 3-10 €0 3-10 200 AMP) JOB:
OR MORE LEVELS. ‘1 ‘1
THE SMOKE DETECTOR SHALL BE INSTALLED IN THE UPPER LEVEL, EXCEPT 20-0' 12-8" 13-
THAT WHEN THE LOWER LEVEL CONTAINS A SLEEPING AREA A DETECTOR SHALL BE INSTALLED

ON EACH LEVEL WHEN SLEEPING ROOMS ARE ON AN UPPER. LEVEL IN CLOSE PROXIMITY TO THE
STAIRWAY IN DWELLING UNITS WHERE THE CEILING HEIGHT OR A ROOM OPEN TO THE HALLWAY 46'-4"
SERVING THE BEDROOMS EXCEEDS THAT OF THE HALLWAY BY 24 INCHES (610 MM) OR MORE.
SMOKE DETECTORS SHALL BE INSTALLED IN THE HALLWAY AND IN THE ADJACENT ROOM.

DETECTOR SHALL SOUND AN ALARM AUDIBLE IN ALL SLEEPING AREAS OF THE P RO P O S E D F LOO R P LAN
DWELLING UNIT IN WHICH THEY ARE LOCATED.

SCALE: 1/4"=1-0"
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